














NEW PRODUCTS

RHODA LED AMENITY

SPECIFICATIONS

HOUSING : LM 6 die cast aluminium.

DIFFUSER : Opti glass

MOUNTING : Post mounted. Recommended mounting height
3.5m to 6m. 42mm spigot entry.

FEATURES : Latch release mechanism for maintenance, no
tools required.

Stainless steel fixings.

Fortimo LED Linear module (LLM) 82 Im / W

FEATURES

Durability LM6 10 year corrosion resistance guarantee .
LED streetlight with NO GLARE
Embracing the latest technology .

g:gl/i::}llabbl:tel,]gigllijreo.nmentally friendly. L E D ST R E ET
Significant energy savings.

Enables uniform rectangular light patterns without lumen LIG HT WITH
depreciation or compromise on visual comfort over the system’s
NO GLARE

long lifetime.
Choice of two tones of white light; good colour rendering and
consistency.

LAMP TYPES
LAMP WATTAGE

ﬁ 55W 4500 Im 4000 K
58W 4500 Im 3000 K

APPLICATION AREAS

Urban Street lighting

Commercial Buildings

Public Areas

Shopping Centre Car Park Lighting
Landscape Lighting
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NEW PRODUCTS

AMENITY

HALO

SPECIFICATIONS

HOUSING : LM6 die cast and extruded aluminium

MOUNTING : Post mounted. Recommended mounting height 4m -
6m. Spigot entry 76mm diameter.
FEATURES : Symmetrical distribution.

12 volt DC driver.
91 Im/W.

FEATURES

Unique Design.

Low Glare Factor.
Efficient lumen output.

10 Year construction guarantee.

LAMP TYPES

APPLICATION AREAS

Commercial Buildings

LAMP BASE

K LED

WATTAGE

75W 6800 Im 4000 K
75W 6600 Im 3000 K

Shopping Centre Car Park Lighting

Landscape Lighting

Walkways

Mounting Height - 6m
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NEW PRODUCTS

COMET AMENITY

HOUSING : LM 6 die cast aluminium and extruded aluminium.
DIFFUSER : Opti glass.

MOUNTING : Post mounted. Recommended mounting height
3m to 6m.

Spigot entry 76mm diameter.

FEATURES : Stainless steel fasteners.

Asymmetrical distribution.

Electronic or Magnetic Control gear.

LAMP BASE WATTAGE
y G12 35W, 70W, 100W, 150W HIT(MH)
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EUROPA AMENITY
HOUSING : Marine grade extruded aluminium.
DIFFUSER : Tempered glass.
REFLECTOR : Asymmetrical reflector system.
MOUNTING : Plinth mounted or buried.
Recommended mounting height 3.5m to 5m.
ACCESSORIES : Access door, MCB and bolt cage.
FEATURES : Single or Double light element
Adjustable to 0 or 15 degrees.
Stainless steel fixings - No tools required for
maintenance.
LAMP BASE WATTAGE
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NEW PRODUCTS

QUATTRO

HOUSING : Marine grade extruded aluminium
DIFFUSER : Opti Glass
REFLECTOR : European Reflector system
MOUNTING : Plinth mounted. Mounting height 2m, 4m or 6m.
ACCESSORIES : Access door, MCB and bolt cage.
FEATURES : Available with 2 or 4 fittings.

Multi directional fittings.

LAMP  BASE WATTAGE 0T
y G8.5 20W, 35W or 70W HIT(MH) ‘
LED 7.2W g

4, 15 or 30 degree - Cool white (4000K) @ 700mA - 480 Im
Warm White (3000K) @ 700mA - 420Im

ﬂ LED 1MW

40 degree - Cool white (4000K) @ 700mA - 800 Im
Warm White (3000K) @ 700mA - 600 Im

2000 - 6000
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HOUSING : Galvanised steel, LM 6 die cast and extruded aluminium.
DIFFUSER : UV stabilised satine acrylic.

MOUNTING : Plinth mounted.

ACCESSORIES : Bolt cage.

LAMP BASE WATTAGE
y E27 13W, 18W or 23W CFL

/ G24 13W, 18W, 26W, CFL
42W or 57TW

10mm @ rolled steel spring

Q 11mm Holes

1000

Base Detail
165mm @

170 c/c

M10 Threaded Rod
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LETO
Continuous Linear LED

SPECIFICATIONS

HOUSING : Anodised aluminium extrusion with stainless steel frame.
DIFFUSER : Lens is made from 16mm toughened sandblasted glass.
GASKET : EPDM
MOUNTING : Recessed or surface mounted.
FEATURES : Remote controller.

Self draining unit.

LED = IP67 and Fitting = IP55

FEATURES

When mounted as an inground luminaire it is a self draining unit.
When the LED is installed, the frame is suitable for being walked on. It
is not approved for vehicular areas.

Various lengths available up to 3m modules.

Lengths can be customised on request.

Continuous Light Source.

APPLICATION AREAS

Interior or Exterior applications
Piazzas

Pathways

Entrance Halls

Arcades and passages

LAMP TYPES
LAMP WATTAGE

NEW PRODUCTS

ACCENT

CLASS G’ P .EFIBE
3 67 ar

1500 or 3000

% 4W per linear metre. Single colour i

TECHNICAL INFORMATION ‘

LED Source 4W per metre - Single colour 6000K, 3000K, L
green and blue.
B6W per metre - Single colour red and yellow.

Highly UV-resistant
Flammability according to glow-wire test with
850° according to EN60598-1

Cover Strip
Gasket

Easy mounting by adhesive Tape on backside

Easy connection with optional
CONNECTSsystem LF-xx Protect while
maintaining IP rating

Saltmist proof

Size of smallest unit
(LxW): 150 x 11 mm

Size of printed circuit board (L x W x H):
6000 mm x 11 mm x 6 mm

Dimmable by pulse width modulation (PWM)
Only parallel connection allowed

Up to 50,000 h lifetime

Voltage Low voltage: 24V DC
NOTE: Requires remote power supply.

IP Rating

Housing Material /
Finish

IP67 LED - IP55 Fitting

Anodised aluminium extrusion

Lens 16mm toughened sandblasted glass
Mounting
Cable Length

Fischer plug

1 m standard
Other lengths available on request.

Warranty 2 year structural
12 month electrical

Accessories Remote Box

TOP VIEW
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AMENITY

Colmbia Europa Halo Jupiter

Rhoda Sun Boulevard Tuscan

URBAN LIGHT ELEMENTS

PRODUCTS AVAILABLE IN LED

Iris I\)I.ini Tower Qﬁattro Sita

WALL LIGHTS AND BULKHEADS

Viini
Serengeti

Cubica Wall Lotis Frame Lotis Louvre

Shuttle Wall  Tubo 1 & 2 Xena Brenton Brenton Brenton
1Arm 2Arm 4 Arm
.
Geo Melrose i Siri Solo Eyelid
Advanced
LED
_ A
Bretley Brite 4W Brite 1.2W Tsogo Tsogo I Galia
Downlighter  Downlighter Pendant

ACCENT AND INDUSTRIAL FLOODLIGHTS

Bali Surface  Brite Aqua Brite Deck Brite Brite Maxi Brite Cubica

Inground Inground Walkway Trunion

Large Leto Pathway Shuttle Sputnik Sputnik Vala
:\r;%round Trunion Mini
ite
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