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SPECIFICATIONS

HOUSING : Extruded aluminium.
LIGHT SOURCE : The fitting is designed to operate a LED up to

38.39W/m.

DIFFUSER: PMMA. .

FINISH : Powder coated.

MOUNTING : Suspended or surface mounted. Hanging detail :
stainless steel wire and cabtyre. Adjustable wire suspension
which allows for horizontal and vertical adjustment.
ACCESSORIES : Decorative ceiling cup to accommodate
ceiling adaptor and connector block.

CONTROL GEAR : The electronic power supply is suitable for
operation with a 220 - 240 volts. 50 hertz single phase.
Dimmable options available.

APPLICATION : Suitable forindoor use only.

OPERATING TEMPERATURE : (Ta) -20° Cto +25°C.

FEATURES : High efficiency LED light for the architectural
environment. The extruded aluminium housing offers a
precise in-line appearance that complements open space
design plans.

Installationinstructions available onrequest or on the website.

NOTE : Ceiling details must be specified when ordering, so
correct mounting can be supplied.

APPLICATION AREAS

Indoor application.
Symmetrical distribution.
Architectural lighting.
Office lighting.
Shopping mall lighting.
Corridor lighting.
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LIGHT SOURCE
HIGH VOLTAGE LED - ZHAGA BOARD | CRI80 | 4000 Kelvin
Length 1200mm 1500mm

LED CURRENT (mA)

SYSTEM WATTAGE (W)

NOMINAL FLUX

SYSTEM WATTAGE (W)

NOMINAL FLUX

HV (Im) (Im)

175mA 18W 3540lm 21W 4130 Im

250mA 25W 4577 Im 31w 5661 Im

350mA 35W 6376 1m 41W 8316 1m

450mA 43W 7883 Im 55W 8530 Im
. * The product is offered with either Low
LOW VOLTAGE LED - ZHAGA BOARD | CRI80 | 4000 Kelvin Voltage (LV) or High Voltage (HV) Zhaga
Length CONTINUOUS Per M - Nearest 140mm boards depending on length and driver

LED CURRENT (mA) OVOI|0bI|IT}l. )
SYSTEM WATTAGE NOMINAL FLUX 3000 Kelvin available on request, 7% less
LV (W/m) (Im/m) lumen output.

Due to the continual advancement in LED
350mA 16.07W/m 2299 Im/m Li(;hnn;;ogy the type of LED is subject to
500mA 22.32W/m 3804 Im/m '
700mA 31.25W/m 5038 Im/m
900mA 38.39W/m 6362 Im/m

EMERGENCY LIGHTING (OPTIONAL)
BACK-UP BATTERY
DURATION LIGHT OUTPUT TYPE INTEGRATION SELF-TESTING DIMENSIONS
1 HOUR 20% Lithium-ion Internal No Integrated

LIGHT DISTRIBUTIO

N

LED 25W 1200mm

105°, 105
907 RO
75 40 75
60 120 60
180
45° 45
40
30° 15 0 13 30
cd/kim
e C0 - C180 s C90 - C270

DIMMING INTERFACE OPTION AVAILABLE

DALI
1-10V
Push dimming

DSI

Corridor Function
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DIMENSIONS IN MM

INTERIOR LIGHTING
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SUSPENSION ACCESSORIES

50
i

Ceiling

Side View

SURFACE
MOUNTED

50

Side View

SUSPENDED

1200mm or 1500mm

Bottom View

ELECTRICAL CONNECTION IN THE CEILING CUP

CODE CEILING TYPE | SUSPENSION TYPE DESCRIPTION
CCUP48T12PBC SOFFIT 12mm ROD CEILING CUP 75x48 - 12mm Suspended Rod
CCUP48T12PFP CONCRETE 12mm ROD CEILING CUP 75x48 - 12mm Suspended Rod
CCUP48SPBC SOFFIT CABLE CEILING CUP 75x48 - Power Cable Clamp - Suspension cable & Power
CCUP48SPCBC SOFFIT 3 CORE CLEAR CEILING CUP 75x48 - Power Cable Clamp - 3 Core clear cable
CCUP48SPFP CONCRETE CABLE CEILING CUP 75x48 - Power Cable Clamp - Suspension cable & Power
CCUP48SPCFP CONCRETE 3 CORE CLEAR CEILING CUP 75x48 - Power Cable Clamp - 3 Core clear cable

ELECTRICAL CONNECTION IN THE CEILING

CODE CEILING TYPE | SUSPENSION TYPE DESCRIPTION
CCUP26PCBC SOFFIT CABLE CEILING CUP 75x26 - Suspension & Power Cable
CCUPSSSPBC SOFFIT CABLE CEILING CUP STAINLESS STEEL - Suspension & Power Cable
SUSPENSION ONLY
CODE CEILING TYPE | SUSPENSION TYPE DESCRIPTION
CCUP48SBC SOFFIT CABLE CEILING CUP 75x48 - Suspension Cable Only
CCUP48SFP CONCRETE CABLE CEILING CUP 75x48 - Suspension Cable Only
CCUP26SBC SOFFIT CABLE CEILING CUP 75x26 - Suspension Cable Only
CCUP26SFP CONCRETE CABLE CEILING CUP 75x26 - Suspension Cable Only
CCUPSSSBC SOFFIT CABLE CEILING CUP STAINLESS STEEL - Suspension
CCUPSSSFP CONCRETE CABLE CEILING CUP STAINLESS STEEL - Suspension

75

75

48

Side View
CEILING CUP 75x48

Bottom View

75

S —

Bottom View
CEILING CUP 75x26

Side View

Side View
CEILING CUP STAINLESS STEEL
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CEILING CUP 75x48 (not to scale)

Suspension ™ 1 ’
Output Cable | g F?u*puf
Power ower
CCUP48T12BC CCUP48T12FP CCUP48SPBC CCUP48SPCBC
CEILING CUP 75x48 CEILING CUP 75x48 CEILING CUP 75x48 CEILING CUP 75x48
12mm Suspended Rod 12mm Suspended Rod Power Cable Clamp 3 Core Clear Cable with internal
Soffit Concrete Soffit suspension cable.
Soffit
Grub Screw Grub Screw
Suspension 5] Suspension Suspension
cgg|e i %ﬂ%ﬁ " Cable Cable
CCUP48SPFP CCUP48SPCFP CCUP48SBC CCUP48SFP
CEILING CUP 75x48 CEILING CUP 75x48 CEILING CUP 75x26 CEILING CUP 75x26
Power Cable Clamp 3 Core Clear Cable with internal Suspension Cable Only Suspension Cable Only
Concrete suspension cable. Soffit Concrete
Soffit
CEILING CUP 75x26 (not to scale)
™~ ™~ %
/ ﬁ Ceili)g Cup Ceil C: V ‘V__L‘ ( M‘V__‘l
75x26 efing “up Ceiling Cup
Output 75x26 Suspension 75x26 Suspension
Power «— Cable — Cable
Suspension
= Cable
CCUP26SPBC CCUP26SBC CCUP26SFP
CEILING CUP 75x26 CEILING CUP 75x26 CEILING CUP 75x26
Suspension & Power Cable Suspension Cable Only Suspension Cable Only
Soffit Soffit Concrete
STAINLESS STEEL CEILING CUP (not to scale)
Ceiling Cup Ceiling Cup Ceiling Cup
Stainless Steel Stainless Steel Stainless Steel
Output
Power Suspension Suspension Suspension
Cable Cable Cable
CCUPSSSPBC CCUPSSSBC CCUPSSSFP
CEILING CUP STAINLESS STEEL CEILING CUP STAINLESS STEEL CEILING CUP STAINLESS STEEL
Suspension Suspension Suspension
Soffit Soffit Concrete
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